
High 
Definition

High Refresh Rate—3200Hz

Super high fidelity under 1/3200 second shutter

High Contrast Ratio—5000:1

Perfect image performance

High Gray Scale—16bit

Ultra-thin   
Ultra-light

Easy 
Maintenance

Extra 
stable

High                   
Gray Scale

Low 
consumption

High 
Refresh Rate

Seamless 
jointing

hotline:400—677—3888 www.unilumin.com

Category UTV1.6 UTV1.9 UTV2.5

Pixel Pitch 1.6mm 1.9mm 2.5mm

Brightness 800 nits

LED Encapsulation SMD1010 SMD1010 SMD2121

Optimum Viewing Angle H: 120°; V:100°

Panel  Resolution 288×288pixels 252×252 pixels 192×192 pixels

Refresh Rate ≥2000Hz ≥3200Hz ≥3200Hz

Panel Power(Maximun/Auerage) 168W/54W 170W/56W 120W/40W

Panel Weight 11Kg 11.5Kg 11.5Kg

IP Rating IP30

Panel Size 480×480mm

Module Size 240×240mm 240×240mm 160×160mm

Gray Level 16bit

Operating Temperature/Humidity 0℃~+45℃/10~90%RH

Brightness Control Manual/Automatic
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Application Area

1. Super Resolution

2. Multiplex Signals

3. Seamless Splicing

4. Infinite Picture Split

Application Cases

PC

Video Processor IPDC

Video 
Matrix

Independent Master Control

City monitoring center, space monitoring center, military command center, conference 

hall, waiting hall, indoor advertising, movie theatre, stock exchange, TV 

studio, forum, multimedia education system and so on.
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Huasheng supervision
UTV2.5   3.5 SQM

Lanzhou City Digital Management 
Center                      UTV3   70 SQM

Government Office, Wuhan, Hubei 
UTV2.5 40 SQM

Guangzhou Mathematical Building 
Battle Lab.             UTV2.5   45 SQM

Committee of Municipal and Rural 
Construction , Wuhan, Hubei 
UTV2.5    38 SQM

Xinjiang Military Region
UTV2.5   18.432 SQM


